
Replace module disassembly  

(VR06/VR18 Paperless Recorders) 

 

Step1: remove cover 

Step2: remove CN1 cable  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Step3: remove CN2,CN3,CN4 cables 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

CN1 



 

 

Step3: remove power module 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Step3: remove screw-1 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



 

 

Step4: remove screw-2 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Step5: remove screw-3 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



 

 

Step6: remove screw-4 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Step7: take them apart 

  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



 

 

Step7: remove cable 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Step8: remove cable 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Upward 



 

 

Step9: remove cable 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Step10: remove screw 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

LCD module 
Display board 



 

 

 

Step11: remove cable 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Step12: remove display module 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Beware the locker 

Move module this way 


