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 David Piecuch  
   UL Mark Certification Program Owner 

Issued to:  
FUTURE DESIGN CONTROLS INC 
7524 W 98TH PL 
PO BOX 1196 
BRIDGEVIEW, IL 60455-0196 United States 
 
This certificate confirms that representative samples of:  
PROCESS CONTROL EQUIPMENT, 
ELECTRICAL 
See Addendum Page for Model 
 
Has been evaluated by UL LLC in accordance with Standard(s) for 
Safety: 
UL 61010-1 and CSA C22.2 No. 61010-1-12, 
Electrical Equipment for Measurement, 
Control, and Laboratory Use; Part 1: General 
 
Additional Information: 
See UL Product iQ® at https://iq.ulprospector.com for additional 
information. 
  
This Certificate of Compliance indicates that representative samples of the 
product described in the certification report have met the requirements for 
UL certification. It does not provide authorization to apply the UL Mark. Only 
the Authorization Page that references the Follow-Up Services Procedure 
for ongoing surveillance provides authorization to apply the UL Mark.   
 
Only those products bearing the UL Mark should be considered as being 
UL Certified and covered under UL’s Follow-Up Services.  
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This is to certify that representative samples of the product as specified on this certificate were tested 
according to the current UL requirements. 
 
Temperature controllers (USL ONLY) – Models,  
 
FDC-VR18 f/b 4 thru 8, f/b 0 thru 6 or A, B, C, D, G, H, J, K, L or M, f/b 0 thru 6, f/b 0 thru 4, f/b 0 or 1, 
f/b 1 or 2, f/b 0 or 1, f/b 1 thru 6, f/b 1, 2 or 3, f/b 0 thru 9, D, E or F, f/b blank or AA thru ZZ,   
 
FDC-VR06 f/b 4 thru 8, f/b 0 thru 6, G or H, f/b 0 or 1, f/b 0, 1 or 2, f/b 0 or 1, f/b 1 or 2, f/b 0 or 1, f/b 1 
thru 6, f/b 1, 2, or 3, f/b 0 thru 9, D or E, f/b blank or AA-ZZ,  
 
Model, Model, B42, followed by 4 or 5, followed by 1, 5, 6, 9, followed by 0, 1, 2, 3, 4, 6, C or 9, followed 
by 0, 1, 2, 3, 4, 6, 7, 8, A, C or 9, followed by 0, 1, 2, 6, 7, 8, A, C or 9, followed by 0, 1, 2, 3, 4, 6, 7, 8, 
A, C or 9, followed by 0, 3, 4, 7, 8, A, D or E, followed by 0, 3, or 4, followed by AA through ZZ. 
 
Limit controller – Models,  
 
FDC-L41, f/b 4 or 5, f/b 1 thru 5, f/b 0, 1, 2, 6, 9 or C, f/b 0, 1, 2, 6, 7, 8, 9, or C, f/b 0 thru 5, f/b 0 or 1, 
f/b blank or AA thru ZZ   
 
Temperature Recorder/Controller – Models,  
 
FDC-PR1003, followed by 8 alphanumeric characters 
 
FDC-PR1006, followed by 8 alphanumeric characters 
 
FDC-PR2003, followed by 8 alphanumeric characters 
 
FDC-PR2006, followed by 8 alphanumeric characters 
 
FDC-PR2009, followed by 8 alphanumeric characters 
 
FDC-PR2012, followed by 8 alphanumeric characters 
 
FDC-PR2015, followed by 8 alphanumeric characters 
 
FDC-PR2018, followed by 8 alphanumeric characters 
 
FDC-PR2021, followed by 8 alphanumeric characters 
 
FDC-PR2024, followed by 8 alphanumeric characters 
 
 
Process Control Equipment – Models,  
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FDC-C22, followed by 4 or 5, followed by 1, 2, 3, 5 or C, followed by 0, 1, 2, 3, 5 or C, followed by 0, 1, 
2 or 3, followed by 0, 1, 2 or 3, followed by XXXX (X may be any alphanumeric character or blank),  
 
FDC-C42, followed by -, followed by 4 or 5, followed by 1, 2, 3, 5 or C, followed by 0, 1, 2, 3, 5 or C, 
followed by 0, 1 or 2, followed by 0 or 1, followed by 0 or 1, followed by 0, 1 or 2, followed by 0, 1, 2, 3, 
4 or 5, followed by 0, 1, 2, 3, followed by XXXX (X may be any alphanumeric character or blank) 
 
FDC-C82, followed by -, followed by 4 or 5, followed by 1, 2, 3, 5 or C, followed by 0, 1, 2, 3, 5 or C, 
followed by 0, 1 or 2, followed by 0 or 1, followed by 0 or 1, followed by 0, 1 or 2, followed by 0, 1, 2, 3, 
4 or 5, followed by 0, 1, 2, 3, followed by XXXX (X may be any alphanumeric character or blank) 
 
FDC-C83, followed by -, followed by 4 or 5, followed by 1, 2, 3, 5 or C, followed by 0, 1, 2, 3, 5 or C, 
followed by 0, 1 or 2, followed by 0 or 1, followed by 0 or 1, followed by 0, 1 or 2, followed by 0, 1, 2, 3, 
4 or 5, followed by 0, 1, 2, 3, followed by XXXX (X may be any alphanumeric character or blank) 
 
FDC-P91, f/b 4 or 5, f/b 1, 5, or 6, f/b 0, 1, 2, 3, 4, 6, or C, f/b 0, 1, 2, 3, 4, 6, 7, 8, A, or C, f/b 0, 1, 2, 6, 
7, 8, A, or C, f/b 0. f/b 0, 3, 4, 7, 8, A, D or E, f/b 0, 1, 2 or 3, f/b blank or AA thru ZZ. 
 
Process Control Equipment – Models,  
 
FDC-C62, followed by 4 or 5, followed by 1, 2, 3, 5 or C, followed by 0, 1, 2, 3, 5 or C, followed by 0 
or 1, followed by 0 or 1, followed by 0, 1, 2 or 3, followed by 0, 1, 2 or 3, followed by 0 or 1, followed 
by XXXX (X may be any alphanumeric character or blank) 
 
FDC-R22, followed by 4 or 5, followed by 1, 2, 3, 5 or C, followed by 0, 1, 2, 3, 5 or C, followed by 0, 
1, 2 or 3, followed by 0, 1, 2, 3, 4 or 5, followed by XXXX (X may be any alphanumeric character or 
blank) 
 
  
 
 
 
FDC-L22 followed by 4 or 5, followed by 1, 2 or C, followed by 0, 1, 2 or C, followed by 0, 1 or 2, 
followed by 0, 1, 2, 3 or 4, followed by AA through ZZ or blank.   
 
FDC-L62 followed by 4 or 5, followed by 1, 2 or C, followed by 0, 1, 2 or C, followed by 0 or 1, 
followed by 0 or 1, followed by 0 or 1, followed by 0, 1, 2 or 3, followed by 0 or 1, followed by XX (XX 
may be AA-ZZ or blank). 
 
FDC-L42 followed by -, followed by 4 or 5, followed by 1, 2 or C, followed by 0, 1, 2 or C, followed by 
0, 1 or 2, followed by 0 or 1, followed by 0 or 1, followed by 0, followed by 0, 1 or 2, followed by 0 or 
1, followed by XX (XX may be AA-ZZ or blank).  
 
Temperature controllers – Model 
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FDC-P41, f/b 4 or 5, f/b 1, 5, or 6, f/b 0, 1, 2, 3, 4, 6, or C, f/b 0, 1, 2, 3, 4, 6, 7, 8, A or C, f/b 0, 1, 2, 6, 
7, 8, A, or C, f/b 0, 1, 2, 3, 4, 6, 7, 8, A, or C, f/b 0, 3, 4, 7, 8, A, D or E, f/b 0 or 1, f/b blank or AA thru 
ZZ. 
 
[ 
 
 
Process Control Equipment, Models  
 
FDC-9090 followed by 4 or 5, followed by 1, 3, 5, 7 or 8, followed by 1, followed by 3, followed by 0 
through 5, followed by 0, followed by 0 or 1, followed by 0, followed by AA through ZZ.  
 
FDC-B42 followed by 4 or 5, followed by 1, 5 or 6, followed by 0, 1, 2, 3, 4, 6 or C, followed by 0, 1, 2, 
3, 4, 6, 7, 8, A or C, followed by 0, 1, 2, 6, 7, 8, A or C, followed by 0, 1, 2, 3, 4, 6, 7, 8, A or C, followed 
by 0, 3, 4, 7, 8, A, D or E, followed by 0, 3, or 4, followed by AA through ZZ.  
 
FDC-2500 followed by 4 or 5, followed by 1, followed by 0 through 6 or C, followed by 0 through 9 or 
C, followed by 1, followed by 0 through 5, followed by XX (XX may be AA-ZZ or blank).  
 
FDC-9300 followed by 4 or 5, followed by 1, followed by 0 through 6 or C, followed by 0 through 9 or 
C, followed by 0, 1 or 2, followed by 0 through 5, followed by XX (XX may be AA-ZZ or blank). Suitable 
to be mounted on a vertical position on a flat surface of Type 4X enclosure. 
 
FDC-8300 followed by 4 or 5, followed by 1, followed by 0 through 6 or C, followed by 0 through 9 or 
C, followed by 0 or 1, followed by 0 or 1, followed by 0 through 5, followed by XX (XX may be AA-ZZ 
or blank). 
 
Process Control Equipment, Models,  
 
FDC-4300 followed by 4 or 5, followed by 1, followed by 0 through 6 or C, followed by 0 through 9 or 
C, followed by 0 or 1, followed by 0 or 1, followed by 0 through 5, followed by XX (XX may be AA-ZZ 
or blank). 
 
FDC-4100 followed by 4 or 5, followed by 1 through 8, followed by 0 through 6 or C, followed by 0 
through 9 or C, followed by 0 or 1, followed by 0 through 5, followed by 0 through 3, followed by XX 
(XX may be AA-ZZ or blank).  
 
FDC-8100 followed by 4 or 5, followed by 1 through 8, followed by 0 through 6 or C, followed by 0 
through 9 or C, followed by 0 or 1, followed by 0 through 5, followed by 0 through 3, followed by XX 
(XX may be AA-ZZ or blank).  
 
FDC-9100 followed by 4 or 5, followed by 1 through 8, followed by 0 through 6 or C, followed by 0 
through 9 or C, followed by 0 or 1, followed by 0 through 5, followed by 0 through 3, followed by XX 
(XX may be AA-ZZ or blank).  
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FDC-C21 followed by 4 or 5, followed by 1 through 8, followed by 0 through 6 or C, followed by 0 
through 9 or A, C, D, E or F, followed by 0 through 5, followed by 0 or 1, followed by XX (XX may be 
AA-ZZ or blank).  
 
FDC-C91 followed by 4 or 5, followed by 1 through 8, followed by 0 through 6 or C, followed by 0 
through 9 or A, C, D, E or F, followed by 0 through 5, followed by 0 or 1, followed by XX (XX may be 
AA-ZZ or blank).  
 
FDC-L91 followed by 4 or 5, followed by 1 through 5, followed by 0, 1, 2, 6 or C, followed by 0, 1, 2, 6, 
7, 8, 9, A, B, C, D, E or F, followed by XX (XX may be AA-ZZ or blank).  
 
MCT4 Followed by 01 or XX, followed by 4 or 5, followed by 0 or Pxxxx, followed by 0, Pxxxx or     
Hxxx, followed by 0, Pxxxx or Hxxx, followed by 0, C, U or P, followed by 00 or XX, where X can be 
alphanumeric characters. Where Pxxxx detailed as below: The first x may be 0, 1, 2, 3, 4 or C. The 
second x may be 0, 1, 2, 3, 4, 7, 8, A or C. The third x may be 0, 1, 2, 7, 8,          A or C. The forth x 
may be 0, 1, 2, 3, 4, 7, 8, A or C. Where Hxxx detailed as below: The first x may be 1, 2, 3, 4 or 5. 
The second x may be 0, 1, 2 or C. The third x may be 0, 1, 2, 7, 8, A or C. Suitable to be mounted on 
vertical position on a flat surface of Type 4X enclosure. 
 
FDC-RSC followed by 4 or 5, followed by 3 or 5, followed by 0, 3 or 5, followed by 0, 1 or 2, followed 
by 0, 1, 2 or 4, followed by XXXX (X may be any alphanumeric character or blank) 
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