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(1/8 DIN Vertical) FDC - C82 
(1/8 DIN Horizontal) FDC - C83 
(1/4 DIN) FDC - C42 

Schedule A 1              2             3              4 5              6              7              8               9             10 

5. EVENT INPUTS

6. OPTION 1

FDC-C Series FDC-C82/C83/C42 
1/8 DIN and 1/4 DIN 

CONTROLLERS 

3. OUTPUT 2 / ALARM 1

2. OUTPUT 1

1. POWER INPUT

7. OPTION 2

4. ALARM 2 to 3 

4: 90 - 264VAC, 50/60 Hz 
5: 11-40 VDC / 20-28 VAC, 47-63Hz 

0: None 
1: 1CT Inputs and Remote Setpoint 
2: 2CT Inputs and Remote Setpoint 

1:    Form A Relay* 
2:    SSR Drive 5VDC @30 mA 
3:    Isolated 4-20 mA/0-20 mA (OM98-3)  
5:    Isolated 0-10VDC (OM98-5)  
C:   SSR Drive 14VDC @40 mA (OM94-7)

0:    None 
1: 6 Event Inputs 

0:    None 
1: RS-485 (Modbus) and Remote Setpoint 

0:    None 
1:    Form A Relay* on Alarm 2 
2:    Form A Relay* on Alarm 2 to 3 

0: None 
1: Form A Relay*  
2: SSRD 5VDC @30 mA 
3: Isolated 4-20/0-20 mA (OM98-3)  
5: Isolated 0-10VDC (OM98-5)  
C: SSR Drive 14VDC @ 40 mA (OM94-7)
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8. OPTION 3

0:   NONE  
1: Retransmission 4-20mA/0-20mA (CM98-3)  

        and Remote Setpoint 
2:    Retransmission 0-10VDC (CM98-5) 
        and Remote Setpoint 
3:    Alarm 4 Form A Relay* and Remote Setpoint  
4:    Alarm 4, Form A Relay*, Remote Setpoint #1
  and 4-20mA/0-20mA Retrans (CM98-3)         
5:    Alarm 4, Form A Relay*, Remote Setpoint #1 
          and  0-10VDC Retrans (CM98-5)

0:    None 
1:    Terminal Cover 
2:    Ramp & Soak Profiler 
3:    Terminal cover and Ramp & Soak Profiler 

00: None  

9. OPTION 4

10. SPECIAL

Profile option has 16 steps 
1, 2 or 4 profiles have 16, 8 or 
4 steps each 

C82/C42 Terminal 
Connection 

C83 Terminal  
Connection  

* Form A Relay 2A/240 VAC resistive

* CT Sensor 50 amp (0-5vdc out)  
CT94-1  


