Model SIO

Eight channel Analog Input Module for the MCT4

and MCTB supporting a mix of up to 8 T/C and
linear mA or VDC inputs

- VALUES DISPLAYED IN LOOP OVERVIEW

- MAY BE TRENDED AND DATA LOGGED

- HAVE SOFT ALARMS ASSIGNED

- UTILIZED IN MATH / LOGIC / TIMER BLOCKS
- USED IN PROFILE STEP "WAIT FOR" LOGIC
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MODEL SIO EIGHT-CHANNEL INPUT MODULE

Number of Channels .
Power Consumption

Universal (Current, Voltage,

Thermocouple)

o EE B AR +100mV,+ 500mV,+1V, + 5V, +10V,0-
100mV,0-500mV,0-1V,0-5V,0, 10V

o — Yes. All Voltage & Thermocouple Inputs,
4-20mA Input

; ; Yes
Configuration
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Input Type

USED IN CONJUCTION WITH THE MCT4 OR MCTB TO ADD UP TO 8 ADDITIONAL
VARIABLES TO BE TRENDED, DATA LOGGED, HAVE SOFT ALARMS ASSIGNED, USED IN
PROFILE STEP "WAIT FOR" STEP LOGIC OR USED IN MATH/LOGIC
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